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EpoxyMount EpoxySet

Item  Description

The VacuPrep™ removes trapped air from uncured 
epoxy, filling open pores and cavities in samples to provide 
maximum bonding and support. This maintains sample 
integrity during abrasive preparation, reducing the chance 
of cracking or delamination.

EpoxyMount

VacuPrep™ Impregnation System

Item  Description
145-10005 EpoxyMount Kit
Includes: 120 oz. resin, 40 oz. hardener, 50 mixing cups, 
50 stir sticks and dispensing pump

145-10010          

145-10015         40 oz. Hardener (1.1 kg) 
145-10025         48 oz. Resin (1.4 kg)

145-10030          

175-30000         VacuPrep™ 

120 oz. Resin (3.4 kg) with pump

16 oz. Hardener (450 g)

EpoxySet

This fast-curing epoxy hardens in 2 hours at room 
temperature while still maintaining quality characteristics 
such as good adhesion, hardness and minimal shrinkage.

Features:
	Cure time: 2 hours at room temperature  

(1.25" diameter x 1" thick)
	Heat (38 °C/100 °F) accelerates cure time to 45 min.
	87 Shore D hardness
	Peak curing temperature: 66 °C/150 °F
	Mixed 10:3 (Resin:Hardener) by weight

A very low viscosity epoxy offering excellent flow and  
penetration. It is extremely hard, crystal clear and exhibits 
firm adhesion with virtually no shrinkage. Low curing  
temperature is ideal for heat sensitive samples.

Features:
	Cure time: 8 hours at room temperature 

(1.25" diameter x 1" thick) 
	Heat (38 °C/100 °F) accelerates cure time to 2 hours
	89 Shore D hardness
	Excellent adhesion, with virtually no shrinkage
	Low viscosity allows penetration into small  

crevices/holes
	Peak curing temperature: 54 °C/130 °F
	Mixed 100:12 (Resin:Hardener) by weight

Features:
	Through-port for optional epoxy fill under vacuum
	Cup holder for mixed epoxy
	Clear top to allow sample viewing during process
	Pulls up to 28 inHg vacuum
	Large 10" x 4.5" (254 x 114 mm) deep chamber; holds 
 up to (30) 1¼" (32 mm) cups
	Stainless steel components that resist corrosive gases
	Quiet, pump-free operation
	Operates with compressed air, 80 psi (5.5 bar)
	Dims: 13" W x 18" D x 6" H (330 x 457 x 152 mm)
	Weight: 21 lb. (9.5 kg)
	Two (2) year warranty
	Designed & manufactured by Allied in the USA   

145-20005          

145-20010          
145-20015         

145-20020          

128 oz. Resin (3.6 kg) with pump

51 oz. Resin (1.5 kg) 
16 oz. Hardener (450 g) 

7 oz. Hardener (200 g) 

Item  Description
145-20000 EpoxySet Kit
Includes: 128 oz. resin, 16 oz. hardener, 50 mixing cups, 
50 stir sticks and dispensing pump


